77.34%0.30
70.48
58,42+0,30 MATERIAL
334 oeg3p INSULATOR: GLASS—REINFORCED THERMOPLASTIC (PBT),
/ UL94V—0 RATED.
Lo TN A oL CONTACT: COPPER ALLOY.
NP % PLATING: MATING AREA— SELECT GOLD OVER NICKEL.
SOLDER AREA— TIN/LEAD OVER NICKEL.
- es4 TYP FLECTRICAL
DIELECTRIC WITHSTANDING VOLTAGE: 1,000 VAC RMS.
1907880 — CURRENT RATING: 3 AMP.
62.48 0.60+0.20 INSULATION RESISTANCE: 5,000 MEG. OHMS MIN. AT 500 VDC.
CONTACT RESISTANCE: 20 MILLI OHMS MAX.
8 MECHANICAL
Al A22 15,50 INSERTION FORCE: 340 GRAMS MAX PER CONTACT PAIR.
6.%0 HEHEEEEEEEEEEEEEEEEEEE WITHDRAWAL FORCE: 28 GRAMS MIN PER CONTACT PAIR.
T ey VIRONMENTAL
055 A0 TEMPERATURE RANGE: —55° TO +85".
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\ #1.00+0.10 2-83.5
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