il |
=

C103P [ “—
(E%) T + - %
4
—:H:H:Hj ] //// O | HH | //// ]
— e | //// | //
SPEAKER 20mm=+3 930mm=+30mm |._140mm£10mm__|_30mm+3
1150mm=£=30mm
1.GROMMET PLUG 82.55mm m# A4E4r NICKEL PLATED MOLDING TYPE NOTE:
PVC OVERMOLDED COLOR=BLACK 1.(SPEAKER)—FREQUENCY RESPONSE: 20—20000Hz
2.CABLE IS 1.4mm*1.7mm*1.2mm ( w4 &4 )COLOR=BLACK SENSITIVTY: 105+ 3dB
3. TIE CLIP 360° ## % COLOR=BLACK IMPEDANCE: 32Q1+15% AT 1KHz
4.SPEAKER ¢15*320HM COLOR=BLACK MAX INPUT: 1TOMW
5.EARPIECE COLOR=BLACK 2.(MICYOPHONE)—FREQUENCY RESPONSE: 50—20000Hz
6.0N / OFF SWITCH SENSITIVTY: —58+2dB
7. 85 5 E&A:10nF(0603) RATED: DC2.0V
7. 85 R & 2%B:15nF(0603) RATION OF S/N:0OVER48dB
DIMENSION: 6.5
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