Notes:

Signal Segment *Material
Name Type Housing: LCP ,UL 94V-0 rated,
S1 GND Adsorption cover: LCP UL 94V-0 rated,
gg At Latch: SUS304;
A- Contact: Phosphor Bronze;
S4 GND . .
S5 B— Plating: Au Plating on contact areq,
S6 Bt Sn(100u"Min) plating on Solder tail,
S7 GND Ni(50u” Min) underplating overall;
Harpoon: Brass;
3 Plating: Sn(100u” Min.) plating over Ni(50u™ Min.)
~m
T *Mechanical
_ Insertion Force: 45N Max.
“H+ 0.0044: Withdrawal Force: 10N Min.
"7 [Z]o.10 Durability: 500 cycles
1,780,051 <

*Electrical Specification
Operation Voltage: 100V AC Max;
Current Rating: 1.5 Ampere per contact;
Contact Resistance: 30mQ Max;
Insulation Resistance: 1000MQ Min;
Dielectric Withstanding Voltage: 500V AC.

*Environmental
Operating Temperature: —55°C to +85°C
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ORDER INFORMATION

SATA-SWBO033ZLC-07-LF

I — -1
SERIES T | LEADFREE
7 PIN
CAP
FEMALE SPRING LOCK
90°SMT CLIP

BOTTOM CONTACT HIGH 3.3mm

DESCRIPTION: SATADOM 7P Female SMT Connector (Harpoon Type) with adsorption cover
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