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1.1 HOUSING/SLIDER:LCP UL94 V-0, BLACK COLOR.

1.2 SHELL: STAINLESS STEEL

1.3 CONTACT/DETECT CONTACT: COPPER ALLOY
2. FINISH

MATTE TIN 80u”MIN ON SOLDERTAIL AREA.
50u” MIN NICKEL PLATING OVERALL.

2.2 SHELL: 30u” MIN NICKEL PLATING OVERALL.
GOLD FLASH ON SOLDERTAIL AREA.

3. EIECTRICAL CHARACTERISTICS:

3.1 OPERATING VOLTAGE : 100V AC(rms)/DC.

3.2 CURRENT RATING : 0.5 A.

3.3 OPERATING TEMPERATURE: —40°C~+85°C.

3.4 CONTACT RESISTANCE: 100 m OHMS MAX.

3.6 DIELECTRIC WITHSTANDING VOLTAGE:500 VAC/TMINUTE.

14.04£0.10
=
wierdh ik
5.88%0.10 a2
£70.10 L=LJ;| = = = g@@xﬂu‘ ﬂ
ALL TAILS
NOTES
1. MATERIAL :

3.5 INSULATION RESISTANCE: 1000M OHMS MIN. AT 250VDC.

2.1 CONTACT/DETECT CONTACT: GOLD PLATING ON CONTACT AREA,
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RECOMMENDED

PCB PATTERN LAYOUT(TOP VIEW>
TOLERANCE: 0,05
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DETECT D—/

INSERTING CARD=CLOSE
NORMAL=0PEN
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CD/DATA 3
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DATA 1

ORDER INFORMATION

TFC-WPCE1 4B-08-|:'E
SERIES TT T LEADFREE
08 WAY

SWITCH OPEN
EAR TO EAR 14.46mm

C/LAYOUT
PUSH PUSH

90°SMT

DESCRIPTION: MICRO SD (T-FLASH) PUSH H=1.45mm
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