1 - All dimensions in mm [ Inch ]

2 -~ Ganeral tolerance : X.X=0.4
X.XX=0.25

3 ~ Electrical rating : 6A 250VAC & 9A 125VAC
4 -~ Contact resistance : <20mQ(initial)

5 - Insulation resistance : >1000MQ(500VDC between open contacts)
6 ~ Dielectric strength : >1500V 1 mintute
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7 ~ Mechanical life : >30000 cycles P 19.2 [756]
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8 - Electrical life :  >10000 cycles BTN s IA
9 ~ Temperature rise at the terminal : Max.30C NS / \
10 - Solder ability of terminal : Max350°C ,3S(no pressure may be F
placed in the terminals when soldering by hand) 14
[s51]
3 2 stas] ||| L() |
CIRCUIT DPST 75 [187]
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OPTIONS OF FUNCTION X
POLE FUNCTION 18.6 [732]
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PANEL OUT—CUT
Z Y X
0.7~1.25 [ .028~.048)| 12.8~12.9 (.504~508] | 19.2~19.3 [.756~.760)
1.25~2.0 (Z049~.079)| 12.8~12.9 (.504~508] | 19.3~19.4 (.760~.764 )
2.0~3.0 [.079~.118) | 12.8~12.9 [.504~508] | 19.5~19.6 [ .768~772)

* We keep the right to alter the dimension without notice.
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ORDER INFORMATION

RSW14-S4PA-04-LF

-
SERIES T LEADFREE
04 WAY

PANEL FRONT
SOLDER PIN 4.75mm

DESCRIPTION:




