Specifications:

Electrical

Rated Voltage: 125V AC,DC
:| |:I;:| |:| Rated Current: 1A
—1 Withstand Voltage: 500V AC/minute
Contact Resistance: 20mQ (MAX.)

I:I:I] I:D I:D Insulation Resistance: 100mQ (MIN.)
Temperature Range: —25°C~+85°C
Material and finish:

Circuits: 02—-30
| Material: High—Temperature Plastic, Dimensional & Ordering Information:
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02 | PNM-wxG-02 [1.25 [7.65 [7.85 [2,000

03 | PNM-wxG-03__[2.50 [8.90 |9.10 |2,000

1.85

B B 5.5 06 PNM-WXG-06 6.25 |12.65]12.85]2,000
10 PNM-WXG-10 11.25]17.65117.85] 2,000
14 PNM-WXG-14 16.25(22.65(22.85[2,000

07 PNM-WXG-07 7.50 [13.90(14.10]2,000

T AL
; a b i, ) £ 11 PNM-WXG-11 12.50(18.90(19.10[2,000
15 | PNM-wXG-15 [17.50(23.90(24.10( 2,000

04 | PNM-WXG-04 [3.75 [10.15(10.35 (2,000
08 PNM-WXG-08 [8.75 [15.15]15.35([2,000
APINLLE 1.0 12 | pPNM-wxG-12  [13.75|20.15(20.35] 2,000
16 PNM-WXG-16 _ |18.75[25.15|25.35] 2,000

05 | PNM-WXG-05__[5.00 [11.40][11.60 [2,000
09 PNM-WXG-09 10.00[16.40[16.60] 2,000
13 PNM-WXG-13  [15.00(21.40121.60{2,000
17 PNM-WXG-17  |20.00(26.40 |26.60| 2,000

A+0.1 18 PNM-WXG-18 21.25[27.65127.85] 2,000
- 19 | PNM-wxG-19 [22.50[28.90[29.10[2,000
0.8+0.05 H — 1.25+0.1 3 20 PNM-WXG-20  |23.75|30.15 [30.35| 2,000
4 ¥4 % 77 H 30 PNM-WXG-30 [36.25(42.65 [42.85(2,000
S 2.2+01
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3.354+0.1

4
P.C.B LAYOUT 1.3+0.1

ORDER INFORMATION

RoHS Compliant
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SERIES 02~30WAY
G:GOLD/PLATE
NON POST
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DESCRIPTION:




