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4 SPECIFICATION
(2.54) MATERIAL
1 Insulator: Thermal Plastic UL94V-0
- e d antocts: Copper Alloy
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o 000 O0OOOOOQO QO oOQaOoQTOoQ o o O o i Underplote: 50u”~100u” Nickel
- @/ Contact Area: 1u”~30u” Selective Gold
OoooQoooo0oBoooaoao a Solder Tails Area: 100u”~200u” Tin(Lead Free)
ELECTRICAL
UV VR VI VR VI VR VR VAR VR VY U Operation Vpltoge: 250 VAC Max.
14,60 Current Rating: TEMPCC) | 20 | 70 [100
CURRENT |2.0A [1.6A [1.0A
Contact Resistance: 20 Mohms Max.
Insulation Resistance: 3000 Mohms Min @ 500 VDC
48.26 87 Dielectric Withstanding Voltage: 1000 VAC / Minute
i Temperature Range: —55°C TO +125°C
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RECOMMENDED P.C.B LAYOUT(TOP VIEW) $2.881
TOLERANCES: £0.05mm
: ORDER INFORMATION
RoHS Compliant
v B _UCPR-2X16-LF
< J ]7 i PCB CONNECTORS HECKED BY - );i SERIES 2 WmL(EADFREE
Cable ASSEMBLIES CHEC GENIUS X§§i DIP 90°
\ﬁ & 1 UNIT/mm | SCALE 1:1 [-AXX% MALE
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