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SPECIFICATIONS

Electrical
Current Rating: 1A AC, DC
Voltage Rating: 100V AC DC
Operating Temp: -25°C ~ +85°C
Insulation Resistance: S00M 2/ min.
Withstand Voltage: 500V AC/ min.
Contact Resistance: 20M 2/ max.
Material
Terminal Material :
PIN: Brass/ Tin-plated
Solder Tabs:Phoephor Bronze/Tin-Plated
Material: Nylon 6T, UL94V-0

Circuit 1 DIMENSIONS PART NO. | Note.
A B C
2 1.25 415 625 | DFI3-VPC-1X02
3 2.50 5.40 750 | DFI3-VPC-1X03
) 3.5 6.65 875 | DFI3-VPC-1X04
5 5.00 790 1000 | DFI3-VPC-1X05
6 6.25 9.15 1125 | DFI3-VPC-1X06
7 7.50 1040 | 1250 | DFI3-VPC-1X07
8 8.75 11.65 | 1375 | DF13-VPC-1X08
9 10.00 1290 | 1500 | DFI3-VPC-1X09
10 11.25 1415 | 1625 | DFI3-VPC-1X10
11 12,50 1540 | 1750 | DFI3-VPC-IX11
2 13.75 1665 | 1875 | DFI3-VPC-IX12
13 15.00 1790 | 2000 | DFI3-VPC-1X13
14 16.25 1905 | 2125 | DFI3-VPC-1X14
15 17.50 2040 | 2250 | DFI3-VPC-1X15
ORDER INFORMATION
DF13-VPC-1Xxx-LF
I—l —
SERIES 1X02:02WAY ~ LEADFREE
POST 1X15:15WAY

180°SMT CAP

DESCRIPTION: 1.25mm Wire-to-Board Header SMD 180° TYPE






