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1.1.1.1.

 

Emitted Color : Green , Yellow , Orange 

1.1.1.2.

 

Wave Length : Green 568nm ; Yellow 

585nm ; Orange 610nm 

1.1.1.3.

 

Power Dissipation: 100mW Max 

1.1.1.4.

 

Forward Current : 30mA Max 

1.1.1.5.

 

Forward Voltage: 2.2 V Typical 

1.1.1.6.

 

Reverse current: 100 uA Max @ 5 V 

1.2. Operating and Storage Temperature 

1.2.1.

 

Operating Temperature : 0к  TO +70кʳ

1.2.2.

 

Storage Temperature : -40к  TO +85кʳ

1.3. RJ45 specifications: 

1.3.1.
 

Insulation Resistance: 500M ohm Min 

1.3.2.
 

Dielectric Withstanding Voltage: 1000VAC Min 

1.4.  USB specifications:  

1.4.1. Contact Current Rating: 1.5 A Max 

1.4.2. Contact Resistance: 30m ohm Max 

1.4.3.
 

Insulation Resistance: 1000M ohm Min 

1.4.4.
 

Dielectric Withstanding Voltage: 500VAC Min 

1.1. . Transmitter filter & Receiver filter 

Type : Balance low pass 100Өʳ impedance 

Insertion loss : 1~100 MHz 1.0dB MAX. 

Return loss :  1~30 MHz 18dB MIN. load 100
  30~60 MHz 16dB MIN. load 100
  60~80 MHz 12dB MIN. load 100

  80~100 MHz 10dB MIN. load 100

Өʳ
Өʳ
Өʳ

Өʳ

3.3  Common Mode Rejection 

@ 1~100 MHz ?0dB MIN. 

3.4 Cross Talk 

@ 1~100 MHz ?0dB MIN 

3.5 INDUCTANCE @ 100KHz, 0.1V, 8mA DC BIAS 

Input(R2-R3), Input(R4-R5) : 350͔H MIN.  

3.6HiPot TEST 

Input(R2-R3) to Output(C1-C2) : 1500VAC, 60sec 

Input(R4-R5) to Output(C3-C6) : 1500VAC, 60sec    
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