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1 SPECIFICATIONS

Current Rating:
3 Amp
9 54+0. 05 Voltage Rating:
250V
10. 160. 25 | Insulator resistance:
5. 1050, 50 5000 Megohms Min. /C\
kbl Contact Resistance:
20 m ohms Max.
Dielectric withstanding:
AC 500V/minute
Operating Temperature:
-40° ~ +105°C
Contact Material:
Phosphor Bronze
Insulator Material:
High Temperature Thermoplastic
+Glass Fibre UL94V-0
Standard Color: Black
Finish:
Gold, Tin or Duplex plated
Duplex plated:
Gold plated on contact area
Tin on solder area
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RECOMMENDED P. C. B. LAYOUT
(BOTTOM ENTRY)

ORDER INFORMATION

RoHS Compliant TOLERANCES ARE F-Z36X-2Xxx-LF

DRAWING BY CY xs - SERES . LEADFREE
PCB CO CTORS e :
c/ 17 i CB CONNECTORS | CHECKED BY GENIUS | 3% 555 5?2323%

1| XXX £
A B 1 ﬁ & A\ '1 UNIT/ mm | SCALE 11 ° BOTTOM ENTRY SMT | NON POST
‘kg {\‘*J HX 10 F W @ DATE e HIGH 3.65mm
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