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Current Rating and voltage: 3 Amps 250V (r.m.s)
Insulator Resistance: 5000 Megohms min
Contact Resistance: 20 m ohms max

Dielectric Withstanding: 1000 V- AC

Operating Temperature: - 40" ~ +105° C
Max Processing Temp: 230° C for 60 seconds

Max Processing Temp: 260° C for 10 seconds
Contact Material: Phosphor Bronze
Insulator Material: High Temperature
Plastic,UL 94V-0
Finish: Standard: Gold Flash all over

L
| o
R
O(i ‘ % 0.10 ] 06 ~30P
a|[0.12 | 32 ~60P
I s 075 T o Recommended P.C. Board
=)
‘2.54*No.of Contacts/2—5.08‘ S SMD Layout
- [ | = e D
R P Dim.A 6.70 = 2
06-205in: 040 m MAX - 2.54* No.of Contacts/2-2.54
52~80 pin : 0.30 mm MAX. [— - é/
N
0.54%0.25 o N
| g 2.54*No.of Contacts/2-5.08 CL\D
|~ - o~ <t
e
o [@\|
N
2.54 1.00 *
|————————
- ORDER INFORMATION
TOLERANCES ARE
Ro ’" : _FZ8TPC2XuxLF
X. £ LE/
- ]7 1 PCB CONNECTORSLL CHECKED BY GENIUS | X*0:30 SERIES T 2XOBOGWAY
Cable ASSEMBLIES XQ(( : 8-?8 2X40:80WAY
UNIT/mm | SCALE 1:1 | XXX#0. CAP
JE 2 g 4\ IN = ANG £ BOTTOM ENTRY SMT | p3sT
k.vl. {ﬂﬂ HXTU ﬁ F& {2) ‘ﬂ DATE HIGH 8 75mm
www.morethanall.com REriWY PPOJECTION -@——F DESCRIPTION:




	頁面 1

