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Features: 1 ’ﬁ/l | O 3
e 2 ~ 15 circuits available 05J 1
e Material: UL 94V—0 nylon 66 g
Specification: y
o Current rafing: 1A (0.8A for #32 AWG) ? ﬁ E /
o Voltage rating: 125V “:7 / A
* Confact resistance on crimped partion: Sm() Max. / |
e Withstanding v.ol’rage: 250V AC/minute 1.9540.05
e Temperature rise: —=40°C ~ 85°C ®/¢0.5i0.05
W . O O O O O O
(including temperature rise)
Dimensional Information ( mm ) P. C. board hole Dimensions
Circuits | Dim. A [ Dim. B || Circuits | Dim. A | Dim. B || Circuits | Dim. A | Dim. B || Circuits | Dim. A | Dim. B
2 1.25 3.05 6 6.25 8.05 10 11.25 | 13.05 14 16.25 | 18.05
3 2.30 4.30 / 7.50 9.30 11 12.50 | 14.30 15 17.50 | 19.30
4 3.73 999 8 8.75 | 10.55 12 13.75 | 15.55
5 5.00 6.80 9 10.00 | 11.80 13 15.00 | 16.80
TOLERANCES ARE ORDER INFORMATION
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e ]H PCB CONNECTORS | CHECKED BY GENIUS | 33032 SERIES | o2-15WAY
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SIZE A4 PPOJECTION @ DESCRIPTION:
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