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Cable Properties
C [tem Condition Froperties
Conductor Resistance JIS C-3102(@20°C) Less than 1.820/m
. Insulation Resistance DC 500V More than 1.000M82 /[
SMBOL | P | W | SP | M | A | TL | T |SL|S2|S3|S4| [ rionmeanta AR ore 2t u
Dielectric Strength AC 500V Tmin No Breakdown
RANGE 0.5 3.0 20 0.5 0 25 0.3 : < 5 l—zmr Resistance 35 t';x')fH:' . A-2,A-3 Pass
Heat Cvcle Test{12Hr2Cycle) 40 C—=25C—=85C—+25C A-2.A-3 Pass
TOLERANCE | 20.05 | 0.1 | #0.08 | 20.05 | <05 | £2.0 | £0.05 | £1 | £1 | £1 | %1 iR 40C, 95%RH. 96Hrs A-2,A-3 Pass
Flame Test UL Sub.T758 VW-1 Pass
B . THICKNESS exing Test 80T Folding Test ore than 20 times
CONDUCTOR Tin Plated 0.05 +0.01 Flexing Test 180C Folding Test More than 20 time
(CH) Pull-ont Test More than 20 times
SPECIFICATION CO?I‘JCT. “;t'.l'i‘. WIDTH 0.3 +0.03 Abrasion Test & 5mm.600g.60cycle/min More than 10,000 times
(Tin 2~5u) (Cw) Elongation of Insulation 113 K-6732 More than 60%
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