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NOTE:
. MAXIMUM ELECTRIC CURRENT
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AWG. |22 |20 |18 ]

AMP.| 3 | 4] 7]

MAXIMUM ELECTRICAL RATING : 105°C 600 VOLTS MAX,
INSULATION MATERIAL : NYLON

INSULATION COLOR : RED

TERMINAL MATERTAL : BRASS

WIRE RANGE : 22-18 AW.G.C 0.5-0.75 mmd)

SUGGESTED MATE WITH MALE TAB (Thickness ¥ Width)
MDFNY1-250 (0.032 ¥ 0.250

TERMINAL THICKENSS : 0.8 mm

TERMINAL SURFACE TREATMENT + TIN PLATED

Al10. MAXIMUM WIRE 0D : 01377 inch(3.50mm)

RoHS Compliant  [eisfie=yNs

X+0.40

o PORLIEAS AL R T
PCB CONNECTORS | CHECKED BY GENIUS | 3% 030

SCALE 1:1 | .XXX£0.20
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ORDER INFORMATION

Q250-FT8NFCTS-18-LF
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SERIEST T T LEADFREE
18~22 AWG
MALE

[ TAP SPLICE
TERMINAL COPPER SLEEVE
0.8mm TAB | FULL

NYLON

DESCRIPTION:
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